
CITIES DO NOT SLEEP. WHEN THE  
SUN SETS AND THE LIGHT FADES,  
Escofet LIGHTING HELPS US TO ENJOY 
THE OTHER FACE OF THE CITY: ITS 
NIGHTLIFE. STREET LIGHTS, PATHWAY 
LIGHTS, COLUMNS ILLUMINATE AND 
MARK PUBLIC SPACES FOR THEIR 
NIGHT TIME USE. 
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▲ 
Kanya street lamp, 

Barcelona waterfront.



/ MALABAR Estudi

DEFINING A NEW PRO-
DUCT, FINDING THE BEST 
RELATIONSHIP BETWEEN 
TECHNOLOGY AND THE 
MATERIAL USED; ALL THIS 
IS DONE WITH THE AIM 
OF ACHIEVING THE PER-
CEPTION OF QUALITY AND 
COMFORT OF THE LIGHT 
EMITTED BY A LAMP.

Pole. Galvanized and painted steel. / HASHI pole   
of laminated fir with galvanized and painted steel base.
Lighting. Extruded aluminum and silver anodized, IP66. IK08. 
Weight 12Kg.
Light source LED. 25W, 50W, 75W o 100W. Efficiency 110lm/W. 
3000K/4000K, CRI>70. 120-277V/50-60Hz. Io 700mA. Class 1. 
IP66. Driver regulation 1-10V. Surge protector 10KV. 



 / Jaume Artigues + Pere Cabrera

Conical column. Corten steel (e:5 mm) / Galvanized steel / 
Stainless steel (e:4mm).  
Projectors. ASTRO LED Disano 94W, 125W o 187W, aluminum 
housing, asymmetric optics, IP66, IK08, 4000K, CRI70, 1-10V 
opcional / PR-31 HID / Lore Istanium LED Simon Lighting.

Conical column. Corten steel (e:5 mm) / Galvanized steel / 
Stainless steel (e:4mm).  
Projectors. CRIPTO LED Disano 31W, 86W, 125W or 196W, asi-
metric optic, 4000K, IP66, IK08, CRI80, 1-10V opcional / 
MILOS Istanium LED / MILOS HID Simon Lighting.

/ Jaume Artigues / Miquel Roig 
/ Olga Tarrasó / Jordi Henrich



/ Antoni Riera 

/ Antoni Riera

Pole. Galvanized and painted steel. 
Optional Base. Cast iron painted black.
Supports. Cast aluminum painted grey.
Lighting. Injected aluminum painted grey. IP66. Weight 17Kg.
Light source LED. 25W, 50W, 75W o 100W. Efficiency 110lm/W. 
3000K/4000K, CRI>70. 120-277V/50-60Hz. Io 700mA. Class 1. 
IP66.Driver regulation 1-10V.Surge protector 10KV.
Light source HID. 70W, 100W o 150W. Electronic ballast re-
gulation. Asymmetric aluminum dimmer, IP66.

Pole. Galvanized and painted steel. 
Optional Base. Cast iron painted black.
Supports. Cast aluminum painted grey.
Lighting. Injected aluminum painted grey. IP66.  
Weight Tronic 70 - 14Kg; Tronic 50 - 10Kg.
Light source LED. 25W, 50W, 75W o 100W. Efficiency 110lm/W. 
3000K/4000K, CRI>70. 120-277V/50-60Hz. Io 700mA. Class 1. 
IP66. Driver regulation 1-10V. Surge protector 10KV.
Light source Tronic 70 HID. 70W, 100W o 150W.  
Light source Tronic 50 CPO-TW. 45W, 60W, 90W o 140W. Elec-
tronic ballast dimmer. Asymmetric aluminum reflector, IP66.

RECOGNIZING THE NEEDS 
AND CONCERNS OF THE 
LIGHTING MARKET TO 
OFFER A RESPONSE AND 
SUPPORT REQUIRES DYNA-
MISM IN GENERATING NEW 
PRODUCTS.



/ Antoni Riera / Jordi Miralles 
/ Jordi Miró

Pole. Galvanized and painted steel.  
Lighting. Extruded and painted aluminum. IK08. Weight 11Kg.
Light source LED. 25W, 50W, 75W o 100W. Efficiency 110lm/W. 
3000K/4000K, CRI>70. 120-277V/50-60Hz. Io 700mA. Class 1. 
IP66. Driver regulation 1-10V. Surge protector 10KV.
Light source HID. CPO-TW (Cosmopolis) 45W, 60W, 90W o 140W 
with PGZ12. Electronic ballast dimmer. 
Aymmetric aluminum micro reflector, IP66.
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/ Joan Giribet / J.M Pujol  
/ Óscar Valverde

/ Joan Gaspar

/ M. Caveda / J.A Granero 
/ J.M Romojaro

Lighting. Injected cast-aluminium lamp, painted grey  
steel. IK08. Weight 16Kg.
Light source LED. 25W o 50W. Efficiency 80lm/W. 
3000K/4000K, CRI>70. 120-277V/50-60Hz. Io 700mA. Class 1. 
IP66. Driver regulation 1-10V. Surge protector 10KV. 

Pole. Galvanized and painted steel.   
Lighting. Rtomolding casing with matt white PEHD. Cast-alu-
minium plate, silver anodized. Weight 29Kg.
Light source LED. 25W, 50W o 75W. Efficiency 110lm/W. 
3000K/4000K, CRI>70. 120-277V/50-60Hz. Io 700mA. Class 1. 
IP66. Driver regulation 1-10V. Surge protector 10KV.
Light source HID. 70W, 100W o 150W. Electronic ballast 
dimmer. Asymmetric aluminum reflector IP66.

Pole. Galvanized and painted steel. 
Lighting. Rotomolding casing with grey PEHD. Cast-aluminium 
bracket, silver anodized. Weight 27Kg.
Light source LED. 25W, 50W o 75W. Efficiency 110lm/W. 
3000K/4000K, CRI>70. 120-277V/50-60Hz. Io 700mA. Class 1. 
IP66. Driver regulation 1-10V. Surge protector 10KV.
Light source HID. 70W, 100W o 150W. Electronic ballast 
dimmer. Asymmetric aluminum reflector IP66.

Every lighting columns meet the conditions set by 
Regulation 305/2011 of the CE marking, according to 
the UNE-EN 40-5: 2003.

All luminaires are certified according to the UNE-
EN-60598-1: 2015 and meet concerning electromag-
netic compatibility requirements according to the 
UNE-EN 61000; UNE-EN 55015 and UNE-EN 61547.

ESCOFET 1886 S.A. guarantees the quality of its 
products through its management system, certified 
according to ISO 9001: 2008.


